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Abstract: Global warming is one of most severe environmental concerns that our planet is facing
today. One of its causes is the previous generation of refrigerants that, upon release, remain in the
atmosphere for longer periods and contribute towards global warming. This issue could potentially
be solved by replacing the previous generation’s high global warming potential (GWP) refrigerants
with environmentally friendly refrigerants. This scenario requires an analysis of new refrigerants for
a comparison of the thermodynamic properties of the previously used refrigerants. In the present
research, a numerical study was conducted to analyze the thermodynamic performance of specifically
low GWP hydrofluoroolefens (HFO) refrigerants for an actual vapor compression refrigeration cycle
(VCRC) with a constant degree of 3 K superheat. The output parameters included the refrigeration
effect, compressor work input, the coefficient of performance (COP), and the volumetric refrigeration
capacity (VRC), all of which were calculated by varying the condenser pressure from 6 to 12 bars and
vapor pressure from 0.7 to 1.9 bars. Results showed that R1234ze(Z) clearly possessed the desired
thermodynamic performance. The drop in refrigeration effect for R1234ze(Z) was merely 14.6%
less than that of R134a at a 12 bar condenser pressure; this was minimum drop among candidate
refrigerants. The drop in the COP was the minimum for R1234ze(Z)—5.1% less than that of R134a at
a 9 bar condenser pressure and 4.7% less than that of R134a at a 1.9 bar evaporator pressure, whereas
the COP values of the other refrigerants dropped more drastically at higher condenser pressures.
R1234ze(Z) possessed favorable thermodynamic characteristics, with a GWP of 7, and it can serve as
an alternative refrigerant for refrigeration systems for a sustainable environment.
Keywords: alternative refrigerants; global warming potential; vapor compression refrigeration cycle;
modeling and simulation of energy systems; HFOs; R134a; R1234ze(Z)
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1. Introduction
Global warming is one of most severe environmental concerns that our planet is facing today.
One of its causes is the previous generation of refrigerant gases and carbon dioxide emissions [1–3].
Upon release, these gases remain in the atmosphere for longer periods and contribute towards global
warming [4]. The severity of these gases’ environment impacts is determined by their life cycle
analysis (LCA) [5] and the conversion efficiency of refrigeration systems [6]. Due to global warming,
Earth’s temperature is expected rise 2.5–10 degrees Fahrenheit over the period of the next 100 years [7].
This will affect agriculture, which will result in heavy precipitation patterns and rainfalls, more heat
waves, and sea level can rise of 1–4 feet by the next century [8]. Therefore, the member countries of
the Montreal Protocol during October, 2016, agreed to phase down hydrofluorocarbons (HFCs) and
hydrochlorofluorocarbons (HCFCs) to reduce net earth warming by 0.5 ◦C by the year 2100 and to
protect the ozone layer [9]. Chlorofluorocarbons (CFCs) and HCFCs were already depleting the ozone
layer [10], so these were wiped out after the Montreal Protocol and the Kyoto Protocol, respectively [11].
Currently, the different refrigerants being used for domestic, automotive, commercial refrigeration and
air-conditioning systems are mostly HFCs, i.e., R134a, R23, R404A, R407A, R410A, and R507A [12].
Though HFCs have zero ozone depletion potential (ODP), these still possess large global warming
potential (GWP) values. R134a has a GWP of 1430, R23 has a GWP of 14800, R404A has a GWP of 3922,
R410A has a GWP of 2088, R407A has a GWP of 2107, and R507A has a GWP of 3985 [13]. R22 was
being used in the previous generation of commercial refrigeration systems, e.g., centrifugal chillers [14]
and central air conditioning systems that are used in buildings [15], and the current generation is using
R134a and R123 [16]. As per the safety classifications of refrigerants, R22 comes under the category
of A1: very low toxicity and no flame propagation [17], but it has large GWP of 1810 [18]. R134a is
a globally accepted refrigerant for various types of refrigeration systems [19]. It has a better safety
rating compared with A1, and it has a low toxicity, no flame propagation, and a GWP around 1430 [20].
It is also an HFC and will be phased down 100% by 2034 [21]. R123 is used in chillers due to its
high thermodynamic efficiency [22] and reduced possibility of leakages, but it is HCFC compound
with a B1 classification, and it has been a cause of tumors in livers and pancreases due to long term
inhalation and hence, it is expected to be phased out by 2025 [23]. Due to the large GWP values of the
previous generation of refrigerants, the USA’s Environmental Protection Agency (EPA) has decided to
systematically phase out HFCs to 50% by 2024, 80% by 2029, and 100% by 2034 [24]. Therefore, it is
necessary to find substitute refrigerant for the sustainability of the environment [25] that should have a
low GWP for minimum environmental impact. Table 1 shows properties of a few refrigerants and
indicates that the heavier refrigerants R123, R1233zd(E) and R365mfc have higher normal boiling point
(NBP) than the light refrigerants R134, R1234yf and R1234ze(E). Consequently, lighter refrigerants have
a higher vapor pressure than heavier refrigerants, which is due to the interatomic bonding of molecules.

























R134a [26] HFCs 102.3 −26.3 −142.3 571.7 101 ◦C 1320
R123 [27] HCFC 152.93 27.85 −107 258.5 183.68 77
R1233zd(E) [28] HCFO 130 19 −107 106.3 165.7 <5
R1234yf [29] HFO 114.04 −29.45 −150 592 94.7 4
R365mfc [30] HFO 148 40 <−20 47 187 825
R1234ze(Z) [31] HFO 114 −19.0 −156 - 109 6
An experimental study of R450A, a R1234ze(Z)/R134a mixture, was reported as a drop-in
replacement of R134a on vapor compression refrigeration (VCRC) with a variable speed compressor [32]
and input parameters of evaporator and condenser temperature. The results showed an average
6% drop in the cooling capacity of R450A compared to R134a and an average 1% increase in the
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coefficient of performance (COP) compared to R134a [32]. The experimental setup of Organic Rankine
Cycle (ORC) was used to investigate the applicability of HFO-1233zd(E) as a substitute working fluid
of the previously used R245fa by comparing its efficiency and power output against its mass-flow
rate, condensation temperature, and expander rotational speed. This showed R1233zd(E)’s thermal
efficiency to be 6.92%, which was better than R245fa, but the maximal gross power output of R1233zd(E)
was 12.17%, which was less than that of R245fa [33]. The thermal performance of an automotive air
conditioning system was studied by using R152a, R1234yf, and R1234ze(Z), and this study analyzed
the effect of compressor speed and condensing temperature on the thermodynamic performance of
the system. The results showed that the COP of R1234yf remained highest of all over wide range
of evaporating and condensing temperatures, and its cooling performance was similar to that of
R134a [34]. The energy performance of two low GWP refrigerants R1234yf and R1234ze(Z) as drop-in
replacements was evaluated by varying the value of the evaporating and condensing temperatures of
a VCRC-based refrigeration system with/without an internal heat exchanger (IHX) [35]. The results
showed that cooling capacity obtained with the R1234yf and R1234ze was decreased to 9% and 30% on
average, the COP for R1234yf and R1234ze(Z) was 7% and 6% less than R134a, respectively, and the use
of an IHX resulted in reduced differences between the two refrigerants [35]. The performance of various
refrigerants, including R134a, R152a, and R1234yf, was analyzed by changing different thermodynamic
performance parameters, including engine speed, while the evaporating and condensing temperatures
were maintained constant at 5 and 50 ◦C, respectively. It was observed that the input power of R152a
was 7.724%, 7.72% and 7.752% less than that of R134a, the COP of R152a showed a 5.33%, 5.16% and
4.92% improvement at engine speeds of 1000, 2000 and 3000 rpms, respectively, as compared to R134a
and, hence, R152 [36]. An experimental analysis was conducted to analyze the energy consumption of
R134a and R1234yf by running the system for 24 hours with different evaporator temperatures, and the
results showed that low evaporating temperatures were observed in the case of R1234yd, the discharge
pressure was 10% higher for R1234yf, and the evaporator pressures were almost the same for both
refrigerants [37]. The performances of the three HFO and HC refrigerant mixtures R413A, R417A and
R422A were studied by using REFPROP in a VCRC-based system for which the average COP values
for R413A, R417A and R422A were found to be 4.2%, 9.0%, and 12.6%, respectively, less than those of
R22, and the compressor discharge pressures of R417A and R413A were 12.0% and 28.5%, respectively,
lower [38]. A study was conducted by analyzing a comprehensive database of refrigerants while
considering chemical safety, miscibility with copper tubes used in refrigeration, miscibility with oil used
in compressor, zero-to-low toxicity, and non-corrosiveness; this study concluded that a limited number
of refrigerants have these above-mentioned characteristics. Due to safety considerations, some blends
could also be used if a pure refrigerant could not show all of desirable properties [39]. The suitability
of HFO-1234yf and HFO-1234ze as potential alternatives to R134a was studied by using the MATLAB
software package, which showed that a small amount of mixing with these refrigerants improved
performance without significantly increasing the GWP [40]. The results also showed that the COP of the
mixture decreased to 1.5% compared to R134a [40]. Different HFC and HFO refrigerants were analyzed
experimentally by using a hermetic compressor under the same working conditions, and it was shown
that R290 achieved the best results for cooling capacity and the COP and R152a showed average
reduction in cooling capacity and power consumed by compressor; hence, the COP was increased by
1–4.8% [41]. R1234yf and R1234ze(E) were analyzed experimentally as potential replacements for R134
by using a vending machine and two ambient temperatures of 32.2 and 40.5 ◦C; the results showed that
R1234yf showed the closest performance to R134a compared to R1234ze(E) [42]. Possibilities for low
GWP refrigerants were studied by applying the screening criteria of flammability, toxicity, and critical
temperature; 1200 candidate fluids, including halogenated olefins, fluids having oxygen, nitrogen
and carbon dioxide, were analyzed, and the results showed that, when considering thermodynamics
properties, flammability and toxicity, no fluid possesses the characteristics of an ideal fluid and all
candidate fluids have some tradeoffs associated [43]. The criteria for the acceptance of alternative
refrigerants, including the chemical stability of refrigerant, toxicity, flammability, and volumetric
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efficiency, was discussed [44]. A study was conducted to look for alternative refrigerants with low or
ultra-low GWPs for the environmentally sustainable use of mobile and residential air conditioners (for
which HFOs were considered), but most of these refrigerants possessed a low volumetric capacity,
mild toxicity and flammability; hence, choices for a suitable HFO refrigerant were considered to be
limited [45]. Prior research work regarding the thermodynamic performance of specifically low GWP
HFO refrigerants with constraints of toxicity and flammability against evaporator and condenser
pressures of commercial refrigeration systems is limited. There are important parameters to extend the
research by examining the performance of these HFO refrigerants over a range of these parameters.
The present study examines the thermodynamic performance of these HFO refrigerants.
Mathematical modeling in Engineering Equation Solver (EES) was used with the input parameters
of evaporator pressure and condenser pressure. Condenser pressure was enhanced from 6 to 12 bar,
whereas evaporator pressure was increased from 0.7 to 1.9 bars with output parameters of refrigeration
effect, compressor work input, the coefficient of performance (COP), and volumetric refrigeration
capacity (VRC), all of which were examined for comparative performance analysis with R134a taken as
the baseline refrigerant. This research will help in finding alternative refrigerants for the next generation
of refrigeration systems that possess environmentally friendly characteristics and minimum drops in
thermodynamic properties compared to previously used refrigerants for a sustainable environment.
2. Materials and Methods
2.1. Selection of Refrigerants
Table 2 compares the flammability and toxicity classifications of the refrigerants. These refrigerants
have constraints in term of different categories, as shown in the table (ASHARE Standard 34).
A1 category refrigerants have medium-to-large GWPs, whereas, if ultra-low GWP refrigerants are
chosen, refrigerants become either highly flammable (A3) or highly toxic (B1 and B2).
Table 2. Flammability and toxicity classifications of refrigerants [46].


























These hydrocarbons possess excellent thermodynamics performance but are highly flammable.
In the current scenario, fluids with no flammability possess a high GWP or am ultra-low GWP have a high
flammability. This situation demands some suitable tradeoff between flammability and GWP. By carefully
reviewing the wide range of pure refrigerants, zeotropic mixture refrigerants, azeotropic mixture
refrigerants, a few refrigerants were selected for performance analyses. These refrigerants included
R1233zd(E), R1234yf, R1234ze(Z), and R365mfc. All of these refrigerants had an ultra-low-to-low GWP
of around 800. The GWP of R1233zd(E) was less than 150, which made it the most environmentally
friendly refrigerant, and it is still classified as A1, with no flammability and non-toxicity.
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2.2. Numerical Modeling of VCRC-Based Refrigeration System
In a VCRC-based system, a refrigerant is initially at evaporator pressure and is fed to compressor,
which compresses it to condenser pressure, which is considerably higher than that of evaporator
pressure. At this state, a refrigerant has a quite high temperature. This high temperature refrigerant is
sent to a condenser to remove the heat of compression; as a result, the state of the refrigerant changes to
a high pressure liquid. A filter drier is used to remove the moistness in the refrigerant, and it is allowed
to expand. Due to a sudden reduction in pressure, the refrigerant changes into a vapor/liquid mixture.
This low pressure vaporized refrigerant is passed into the evaporator and generates a refrigeration
effect [47].
The HFO refrigerants that were selected were analyzed by using the software package Engineering
Equation Solver EES V.9-644. The input parameters for analysis were condenser pressure, which was
varied to 6, 9, and 12 bars, and evaporator pressure was varied to 0.7, 1.3, and 1.9 bars. Compressor
size was taken to be 171.26 cm3.
Steady state conditions were assumed, and changes in potential energy, kinetic energy, and
pressure drops across all the components of the refrigeration system were so small that their effects
were neglected. A compressor with an isentropic efficiency of 0.75 was considered for study [48], and
the angular speed of the compressor was taken to be 3000 rpm. A constant degree of superheat and a
sub-cooling of 3 K were assumed. The process of expansion in the throttling valve was considered to
be isenthalpic [49].
A vapor compression refrigeration cycle with 3 K degrees of superheat/sub-cool is shown in
Figure 1, and this cycle was used for this study. The thermodynamic states of the refrigerant are
highlighted by state points (1, 2, 3, . . . , 7).
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Figure 1. Vapor compression refrigeration cycle for R134a on P–h property diagram.
For this nu erical study, four para eters ere selected to evaluate the ther odyna ic
perfor ance of the HFO refrigerants. Mathematical expressions are given for the output parameters.
Qevap = m·(h1 − h7) (1)
Pcomp = m·(h3 − h2) (2)
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COP = Qevap/Pcomp (3)





where N is the compressor speed (rpm), Dcomp is the compressor displacement (m3/rev), ρ1 is the density
of the refrigerant at the compressor inlet (kg/m3), and ηv is the compressor’s volumetric efficiency.
To determine the variation of the output parameters, Equations (1)–(4) were used. Similarly, to
determine the output parameters’ variation compared to those of R134a, e.g., the refrigeration effect,
compressor work input, and the COP, Equations (6)–(9) were used for Figure 5b to Figure 12b.
Qevap, imp =















2.3. Comparison of EES Model Using Vapor Compression Refrigeration System
The thermodynamic characteristics of the refrigeration effect and compressor work input of
present work were compared using the EES model with the published literature for the validation of the
EES model. A study was conducted to analyze the performance of R1234yf as a potential replacement
of the R134a refrigerant in which the condensing temperature and superheating degree were varied
with and without use of an internal heat exchanger [50].
Two parameters of the present work, i.e., the refrigeration effect and the compressor power input,
were compared to previous published work. Figure 2 shows a comparison of the R134a refrigeration
effect and the compressor work input of the present study with that of the published literature at an
evaporator temperature of 273.1 K, showing that the results of R134a were closer to that of previous
work by J. Navarro-Esbri [50]. In the case of R134a, the refrigeration effect minimum error was 2.4%
at a 333.1 K condenser temperature, and the maximum error was found to be 14.1% at a 313.1 K
condenser temperature, which can be attributed to the thermophysical properties of the refrigerant
and the assumptions that were considered for this numerical study.
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Similarly, in the case of the compressor, the work input minimum error was 0.6%, as obtained at a
323.1 K condenser temperature, and the maximum error was 15.4% at a 333.1 K condenser temperature;
again, these can be attributed to a continuous change in density during compression. From Figure 1, it
is clear that errors in the refrigeration effect and compressor power input for R134a were found to be
within limits and showed good agreement with already published work. Therefore, this EES model is
validated and can be used for further analyses of different refrigerants that are used in this study.
2.4. Error Analysis of Results
An error analysis of the results was performed with the published literature for R134a on the
same operating conditions, as shown in Figure 3. Two output parameters, the refrigeration effect and
the compressor work input, were analyzed against published data. For both output parameters, the
overall trends that were observed were similar to those of published data.
For the refrigeration effect, the maximum error found was 18% at a 10 bar condenser pressure, and
the minimum error was observed to be 9.8% at a 16.8 bar condenser pressure, which can be attributed
to assumptions for this numerical model. Similarly, for the compressor work, the input trends were
overall the same compared to those of the published literature. The maximum error for the compressor
work input found was 15% at a 10 bar condenser pressure, and the minimum error was observed to
be 6.5% at a 13.8 bar condenser pressure. On average, the values of the output parameters remained
within limits and showed good agreement with already published work.
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2.5. Comparison of VCRC for HFO refrigerants
Figure 4 shows p–h plots for the HFO refrigerants R365mfc and R1233zd(E) that were examined
in study. Saturation temperatures lines are shown against a 1.5 bar evaporator pressure and a
9 bar condenser pressure. All HFO refrigerants are azeotropic, as these refrigerants evaporate and
condense at same temperature for a specific pressure. Refrigerants with temperature glides more
than 2 K are considered zeotropic, and those having glides less than 2 K are considered to be
azeotropic refrigerants [51]. The difference in the graphs of refrigerants is because of the refrigerants’
thermos-physical properties, and these properties are responsible for increases or decreases in a
refrigerant’s thermodynamic behavior, e.g., the refrigeration effect at higher pressures. The saturation
temperatures against a 1.5 bar evaporator pressure were found to be 324.7 K for R365mfc and 302 K for
R1233zd(E). The refrigeration effect is a function of the enthalpy of vaporization, which is a difference
of the enthalpies of the refrigerant leaving the evaporator and entering the evaporator. For R365mfc,
this difference gets smaller as the condenser pressure gets higher, and, therefore, the refrigeration effect
of R365mfc gets smaller; for R1233zd(E), this difference also causes a decrease, but this decrease is
lesser than that of R365mfc.
Figure 5 show p–h plots for HFO refrigerants R1234ze(Z) and R1234yf. The saturation temperatures
against a 1.5 bar evaporator pressure were found to be 253 K for R1234yf and 293 K for R1234ze(Z).
The refrigeration effect is a function of the enthalpy of vaporization, which is a difference of the
enthalpies of the refrigerant leaving the evaporator and entering the evaporator. This shape difference
predicts the behavior of refrigerants at lower and higher condenser pressures. For R1234yf, this
difference was quite large at a smaller condenser pressure, but, as it gets higher, the difference in the
corresponding enthalpies gets smaller. For R1234ze(Z), this difference remained almost the same even
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at a higher condenser pressure, and, therefore, the refrigeration effect is not very affected at higher
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3. Results and Discussions 
3.1. Effect of Condenser Pressure on Refrigeration Effect 
As Figure 6a shows, the refrigeration effect is a function of condenser pressure. As the trend 
shows, R134a clearly possessed the highest refrigeration effect overall at all condenser pressures. The 
second refrigerant that performed closest to R134a was R1234ze(Z), which is an HFO refrigerant. The 
refrigeration effect of R1234ze(Z) was less than that of R134a and greater than that of all of other HFO 
refrigerants at all condenser pressures. R1233zd(E) fell midway between R1234ze(Z) and R365mfc. 
The refrigeration effect of R365mfc drastically decreased at higher condenser pressures. At Pcondenser 
= 6 bars, the maximum refrigeration effect of 21.1 kW was obtained in the case of R134a, 18.4 kW was 
obtained for R1234ze(Z), 15.82 kW was obtained for R1234yf, 15.16 kW was obtained for R1233zd(E), 
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and 11.4 kW was obtained for R365mfc. R1234ze(Z) possessed the highest refrigeration effect among 
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3. es lts a isc ssio s
3.1. Effect of Condenser Pressure on Refrigeration Effect
As Figure 6a shows, the refrigeration effect is a function of condenser pressure. As the trend
shows, R134a clearly possessed the highest refrigeration effect overall at all condenser pressures.
The second refrigerant th t performed closest to R134a was R1234ze(Z), which is an HFO refrigerant.
The refrigeration effect of R1234ze(Z) was less than that of R134a and greater than that of all of other
HFO refrigerants at all condenser pressures. R1233zd(E) fell midway between R1234ze(Z) and R365mfc.
The refrigeration effect of R365mfc drastically decreased at higher condenser pressures. At Pcondenser
= 6 bars, the maximum refrigeration effect of 21.1 kW was obtained in the case of R134a, 18.4 kW was
obtained for R1234ze(Z), 15.82 kW was obtained for R1234yf, 15.16 kW was obtained for R1233zd(E),
and 11.4 kW was obtained for R365mfc. R1234ze(Z) possessed the highest refrigeration effect among
all HFO refrigerants. The trend remained the same at higher condenser pressures. At Pcondenser
= 9 bars, the highest refrigeration effect after R134a was obtained for R1234ze(Z): 12.3 kW. It was
followed by the refrigeration effect of R1234yf and R1233zd(E), which were 10.4 and 9.8 kW, respectively.
The refrigeration effect of R365mfc was found to be the least among the HFO refrigerants: 6.8 kW.
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Figure 6. (a) Refrigeration effect as a function of condenser pressure (evaporator pressure = 1.5 bar).
(b) Refrigeration effect relative to R134a (%) (evaporator pressure = 1.5 bar).
Figure 6b shows the percentage variation in the refrigeration effect relative to that of R134a as a
function of condenser pressure. As condenser pressure increased, the refrigeration effect decreased
in general. The lowest decrease in the refrigeration effect was observed in the case of R1234ze(Z),
and largest drop was observed for R365mfc at higher condenser pressures. At Pcondenser = 6 bars,
the refrigeration effect of R1234ze(Z) was 12.6% less than that of R134a. In the case of R1234yf, the
refrigeration effect was found to be 25% less than that of R134a, it was 28.2% less than that of R134a
for R1233zd(E), and it was 45.7% less than that of R134a for R365mfc. Similarly, at Pcondenser = 9
bars, the trend remained the same, as the refrigeration effect of R1234ze(Z) was found to be 13.5%
less than that of R134a, it was 26.7% less than that of R134a for R1234yf, it was 31% less than that of
R134a for R1233zd(E), and it was 52% less than that of R134a for R365mfc. The performance of all other
refrigerants decreased at higher condenser pressures except for that of R1234ze(Z). The refrigeration
effect of R365mfc decreased to a larger extent than the other refrigerants.
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3.2. Refrigeration Effect as a Function of Evaporator Pressure
Figure 7a shows the refrigeration effect as a function of the evaporator pressure. At a lower
evaporator pressure, the highest refrigeration effect among the HFO refrigerants was observed for
R1234ze(Z) followed by those of R1234yf and R1233zd(E). R365mfc had the lowest refrigeration effect
among all refrigerants. This trend remained the same at higher evaporator pressures. At Pevaporator =
0.7 bars, the maximum refrigeration effect of 5.5 kW was obtained in the case of R134a. The second
highest refrigeration effect was observed to be 4.6 kW for R1234ze(Z) and was followed by those of
R1234yf and R1233zd(E), whose effects were 3.9 and 3.6 kW, respectively. For R365mfc, the lowest
refrigeration effect was observed with 2.2 kW. R1234ze(Z) possessed highest refrigeration effect among
all HFO refrigerants, and this trend remained the same at higher evaporator pressures. At Pevaporator
= 1.3 bars, the highest refrigeration effect after R134a was obtained for R1234ze(Z): 10.1 kW. It was
followed by the refrigeration effects of R1234yf and R1233zd(E), which were 8.6 and 8.0 kW, respectively.
The refrigeration effect of R365mfc was found to be the least among the HFO refrigerants at 5.5 kW.
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3.3. Effect of Condenser Pressure on Compressor Work Input 
Figure 8a shows the compressor work input as a function of condenser pressure. The compressor 
work input varied slightly against the selected range of condenser pressures. The base refrigerant 
R134a clearly drew the highest compressor work input at all condenser pressures, followed by 
R1234ze(Z), R134yf, and R1233zd(E). The lowest power consumption among the HFO refrigerants 
was observed in the case of R365mfc. At Pcondenser = 9 bars, the maximum compressor work input 
of 5.02 kW was obtained in the case of R134a, followed by that of 4.57 kW for R1234ze(Z), 4.21 kW 
for R1234yf, 3.95 kW for R1233zd(E), and 3.15 kW for R365mfc. R1234ze(Z) required the highest 
compressor work input but subsequently produced the highest refrigeration effect as well. The trend 
remained the same at higher condenser pressures. At Pcondenser = 12 bars, the highest compressor 
work input consumption after R134a was observed for R1234ze(Z) at 4.58 kW. This was followed by 
the compressor work input of R1234yf and R1233zd(E) at 4.22 and 3.96 kW, respectively. The 
compressor work input of R365mfc was found to be the least among HFO refrigerants at 3.13 kW.  
Figure 8b shows the percentage variation in the compressor work input relative to that of R134a 
as a function of condenser pressure. All refrigerants possessed straight lines regardless of condenser 
pressure, which meant that varying condenser pressure did not significantly affect the compressor 
work input in this range. When the condenser pressure was increased, the compressor work input 
increased slightly and approached that of R134a. At Pcondenser = 9 bars, the compressor work input 
for R1234ze(Z) was 8.9% less than that of R134a. It was 16.2% less than that of R134a in the case of 
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Figure 7. (a) Refrigeration effect as a function of evaporator pressure (condenser pressure = 9 bar).
(b) Refrigeration effect relative to R134a (condenser pressure = 9 bar).
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Figure 7 shows the percentage variation in the refrigeration effects relative to that of R134a as
a function of evaporator pressure. As evaporator pressure increased, the refrigeration effect of all
refrigerants increased and tended to approach that of the reference refrigerant R134a. The refrigeration
effect for R1234ze(Z) increased steadily, while it increased rapidly for R365mfc, though it lagged behind
all refrigerants at all evaporator pressures. At Pevaporator = 0.7 bar, the lowest drop in the refrigeration
effect was observed for R1234ze(Z), being 15.5% less than that of R134a at the same evaporator pressure.
In the case of R1234yf, it was 28.5% less than that of R134a, and for R1233zd(E), it was 34.2% less than
that of R134a. R365mfc’s refrigeration effect was 59% less than that of R134a. Similarly, at Pevaporator
= 1.3 bar, this drop in the refrigeration effect for R1234ze(Z) was 14%, which was the smallest drop
among the HFO refrigerants. The refrigeration effect for R1234yf was 27% less than that of R134a,
and it was 31.6% less than that of R134a for R1233zd(E). The refrigeration effect of R365mfc was 53%
less than that of R134a at the same evaporator pressure. Therefore, for this parameter, the drop in the
refrigeration effect was found to be the least for R1234ze(Z) compared to all other HFO refrigerants.
3.3. Effect of Condenser Pressure on Compressor Work Input
Figure 8a shows the compressor work input as a function of condenser pressure. The compressor
work input varied slightly against the selected range of condenser pressures. The base refrigerant R134a
clearly drew the highest compressor work input at all condenser pressures, followed by R1234ze(Z),
R134yf, and R1233zd(E). The lowest power consumption among the HFO refrigerants was observed in
the case of R365mfc. At Pcondenser = 9 bars, the maximum compressor work input of 5.02 kW was
obtained in the case of R134a, followed by that of 4.57 kW for R1234ze(Z), 4.21 kW for R1234yf, 3.95 kW
for R1233zd(E), and 3.15 kW for R365mfc. R1234ze(Z) required the highest compressor work input but
subsequently produced the highest refrigeration effect as well. The trend remained the same at higher
condenser pressures. At Pcondenser = 12 bars, the highest compressor work input consumption after
R134a was observed for R1234ze(Z) at 4.58 kW. This was followed by the compressor work input of
R1234yf and R1233zd(E) at 4.22 and 3.96 kW, respectively. The compressor work input of R365mfc was
found to be the least among HFO refrigerants at 3.13 kW.
Figure 8b shows the percentage variation in the compressor work input relative to that of R134a
as a function of condenser pressure. All refrigerants possessed straight lines regardless of condenser
pressure, which meant that varying condenser pressure did not significantly affect the compressor
work input in this range. When the condenser pressure was increased, the compressor work input
increased slightly and approached that of R134a. At Pcondenser = 9 bars, the compressor work input for
R1234ze(Z) was 8.9% less than that of R134a. It was 16.2% less than that of R134a in the case of R1234yf,
it was 21.1% less than that of R134a in the case of R1233zd(E), and it was 37.2% less than that of R134a
in the case of R365mfc at the same pressure. At Pcondenser = 12 bars, the compressor work input for all
refrigerants slightly increased. For R1234ze(Z), it was 8.8% less than that of R134a at the same pressure.
It was 16% less than that of R134a in the case of R1234yf, and it was 21% less than that of R134a in the
case of R1233zd(E). For R365mfc, it was 37.7% lower than that of R134a at the same pressure.
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Figure 8. (a) Co pressor work input as a function of condenser pressure (evaporator pressure = 1.5
bar). (b) Co pressor ork input relative to R134a ( ) (evaporator pressure = 1.5 bar).
3.4. ffect of vaporator ress re o o pressor ork I p t
i re 9a s s t e c ress r r i t as a f cti f e a rat r ress re. s e a rat r
ress re i crease , t e c ress r r i t f all refri era ts i crease . s s i i re, t e
c ress r ork input was highest for R1234ze(Z) among the HFO refrigerants, foll wed by those of
R1234yf, R1233zd(E) and R365mfc. R365mfc offered the lowest compressor w rk input among the HFO
refrigerants, and its refrigeration effect was also the lowest of all. At Pevaporator = 1.3 bars, the highest
compress r work input of 4.15 kW was obtained for R1234ze(Z) among the HFO refrigerants, followed
by the 3.83 kW of compressor work f r R1234yf, 3.6 kW for R1233zd(E), and 2.86 kW for R365mfc.
1234ze(Z) required the highest compressor work input but subsequently produced the highest
refrigeration effect as well. The tr nd remaine the same at higher condens r pressures. At Pevaporator
= 1.9 b rs, the compressor work input consumption for R1234ze(Z) was 5.3 kW, followed by the
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compressor work input of R1234yf and R1233zd(E) at 4.9 and 4.6 kW, respectively. The compressor
work input of R365mfc was 3.6 kW.
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Figure 9. (a) Compressor work input as a function of evaporator pressure (condenser pressure = 9 bar).
( ) Compressor work input relative to R134a (%) (condenser pressure = 9 bar).
Figure 9b show the percentage variation in the compressor work input relative to that of R134a as
a function of evaporator pressure. As evaporator pressure increased, the compressor work input of all
refrigerants generally increased and approached that of the reference refrigerant R134a. The compressor
work input for R1234ze(Z) and R365mfc increased relative to that of R134a, while it slightly decreased
for R1234yf, and it remained almost constant for R1233zd(E). At Pevaporator = 1.3 bar, the compressor
work input for R1234ze(Z) was 9% less than that of R134a. It was 16% less than that of R134a in the case
of R1234yf, it was 21.1% less than that of R134a in the case of R1233zd[E], and it was 37.2% less than
that of R134a in the case of R365mfc. A similar trend was observed at higher pressures. For Pevaporator
= 1.9 bar, the compressor work input for R1234ze(Z) was 8.7% less than that of R134a. It was 16.4% less
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than that of R134a in the case of R1234yf, it was 21.4% less than that of R134a in the case of R1233zd(E),
and it was 37.3% less than that of R134a in the case of R365mfc.
3.5. Effect of Condenser Pressure on Coefficient of Performance (COP)
The COP is important parameter for measuring the performance of refrigeration systems.
Figure 10a shows the COP as a function of condenser pressure. Overall, the COP was highest
for R134a, and, among all HFO refrigerants, the COP was highest for R1234ze(Z) and decreased
steadily at higher condenser pressures. At Pcondenser = 6 bars, the highest COP of 4.2 was observed for
R134a, followed by 4.04 for R1234ze(Z), 3.85 for R1233zd[E], 3.79 for R1234yf, and 3.63 for R365mfc.
At Pcondenser = 9 bars, the COP of 2.68 was obtained for R1234ze(Z). The COP values that were
obtained for R1234yf and R1233zd(E) were similar at this condenser pressure, being 2.47. The COP of
R365mfc was 2.16.
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Figure 10. (a) Coefficient of performance (COP) as a function of condenser pressure (evaporator
pressure = 1.5 bar). (b) COP relative to R134a (%) (evaporator pressure = 1.5 bar).
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Figure 10b shows the percentage variation in the COP relative to that of R134a as a function of
condenser pressure. When the condenser pressure increased, the COP decreased for all refrigerants in
general. This decrease was quite steady for R1234ze(Z), and it was relatively rapid for R1233zd(E) and
R1234yf. For R365mfc, the COP dropped drastically at higher condenser pressures. For Pcondenser = 6
bars, the COP of R1234ze(Z) was just 3.8% less than that of R134a at the same pressure. For R1233zd(E),
it was found to be 8.3% less than that of R134a, and it was 9.8% less than that of R134a in the case of
R1234yf; however, for R365mfc, this decrease was higher than 13.4%. Therefore, the decrease in the
COP was observed to be the lowest for R1234ze(Z) among the HFO refrigerants.
3.6. Effect of Evaporator Pressure on Coefficient of Performance (COP)
The COP as a function of evaporator pressure is shown in Figure 11a. The COP was again highest
for R1234ze(Z) among the HFO refrigerants, and the COP was the lowest for R365mfc, as indicated.
At Pevaporator = 0.7 bars, the COP of 1.84 was obtained in the case of R134a. The second highest
refrigeration effect was observed to be 1.7 for R1234ze(Z), followed by those of R1234yf and R1233zd(E)
at 1.55 and 1.53, respectively. For R365mfc, the COP observed was 1.2. R1234ze(Z) possessed the highest
COP among all HFO refrigerants at this evaporator pressure. At a higher evaporator pressure, the
COP of all refrigerants increased. At Pevaporator = 1.9 bars, the highest COP after R134a was obtained
for R1234ze(Z) at 3.2. The COP for R1234yf was 2.95, and it was 2.96 for R1233zd(E). For R365mfc, the
COP was found to be 2.67.
Figure 11b shows the percentage variation in the COP relative to that of R134a as a function of
evaporator pressure. The COP of all refrigerants tended to increase when the evaporator pressure was
increased. The COP of R365mfc increased rapidly but still lagged behind those of all other refrigerants
at all evaporator pressures. At Pevaporator = 0.7 bars, the COP of R1234ze(Z) was 6.1% less than that of
R134a. The COP was 15.3% less than that of R134a in the case of R1234yf, and it was quite high at
34.6% less than that of R134a in the case of R365mfc. At a higher evaporator pressure, the difference in
the COP was reduced relative to that of R134a. At Pevaporator = 1.9 bars, the COP of R1234ze(Z) was
4.7% less than that of R134a. In the case of R1234yf, it was 111.7% less than that of R134a, and it was
20.1% less than that of R134a for R365mfc. As such, the lowest decrease of the COP was observed for
R1234ze(Z).
Processes 2019, 7, x FOR PEER REVIEW 16 of 24 
 
 ff      fficie t of erfor a ce ( ) 
        i     .      
             ,  . 
        .   t i  i  t e case of R134a.    
i r ti  effect was obs rved to be 1.7 for R1234ze(Z), followed by those of R1234yf and 
R1233zd(E) at 1.55 and 1.53, espectively. For R365mfc, the COP observed wa  1.2. R1234ze(Z) 
possessed the highest COP mong all HFO refrigerants at this evaporator pressure. At a higher 
evap rator pressure, the COP of all refriger nts increased. At Pevaporator = 1.9 bars, the highest COP 
after R134a was obtained for R1234ze(Z) at 3.2. The COP for R1234yf was 2.95, and it was 2.96 for 
R1233zd(E). For R365mfc, the COP was found to be 2.67. 
                  
t r pre sure. The COP of all refrigeran s ten ed to incr ase when the evap ator pressure 
was increased. The COP of R365mfc increased rapidly but still lagged b hind thos  of all other 
refrig r nts t all evaporator pressu es. At Pevaporator = 0.7 bars, the COP of R1234ze(Z) was 6.1% 
less than that of R134a. The COP w s 15.3% less th n that of R134a in the case of R1234yf, and t w s 
quite high at 34.6% less than that of R134a in the case of R365mfc. At  high r evaporator p ssure, 
 difference in th  COP was reduced relative to that of R134a. At Pevaporator = 1.9 bars, th  COP of 
R1234ze(Z) was 4.7% less tha  at of R134a. In the case of R1234yf, i  was 111.7% less than that of 
R134a, and it was 20.1% less than that o  R134a for R365mfc. As such, the lowest decrease of the COP 

















R134a R1233zd(E) R1234yf R365mfc R1234ze(Z)
Figure 11. Cont.




Figure 11. (a) COP as a function of evaporator pressure (condenser pressure = 9 bar). (b) COP relative 
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3.7. Effect of Condenser Pressure on Volumetric Refrigeration Capacity (VRC) 
Figure 12a shows the VRC as a function of the condenser pressure. The VRC of R134a was taken 
as reference for all refrigerants at all condense pressures. The VRC of R1234ze(Z) was observed to be 
the highest at Pcondenser = 6 bars, the VRC of R1234yf and R1233zd(E) were found to be nearly equal, 
and the lowest values were obtained in the case of R365mfc. At Pcondenser = 6 bars, the highest VRC 
of 1223 kJ/m3 was observed for R134a, 1162 kJ/m3 was observed for R1234ze(Z), 1085 kJ/m3 was 
observed for R1233zd(E), 1079 kJ/m3 for R1234yf, and 980 kJ/m3 was observed for R365mfc. At a 
higher condenser pressure, the VRC of all refrigerants was increased. At Pcondenser = 9 bars, the VRC 
of 1003 kJ/m3 was obtained for R1234ze(Z). The VRC values that were obtained for R1234yf and 
R1233zd(E) were almost equal at 910 and 898 kJ/m3, respectively. The VRC of R365mfc was 765 kJ/m3. 
Figure 12b shows the percentage variation in VRC relative to that of R134a as a function of the 
condenser pressure. As condenser pressure increased, the VRC decreased linearly. The decrease was 
lowest for R1234ze(Z) and highest for R365mfc at a higher condenser pressure. At Pcondenser = 9 bars, 
the VRC of R1234ze(Z) was found to be 6.5% less than that of R134a. The VRC was 15.1% less than 
that of R134a in the case of R1234yf, it was 16.3% less than that of R134a in the case of R1233zd (E) 
and it was 31.4% less than that of R134a in the case of R365mfc. This trend remained the same at 
higher condenser pressures. The performance of all other refrigerants decreased at higher condenser 
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Figure 11. (a) COP as a function of evaporator pressure (condenser pressure = 9 bar). (b) COP relative
to R134a ( ) (condenser pressure = 9 bar).
3.7. Effect of Condenser Pressure on olu etric efrigeration apacity ( )
Figure 12a s o s t e as a functio of the con e ser ress re. The VR of R134a as taken
as reference for all refrigerants at all condense pressures. The VRC of R1234ze(Z) was observed to
be the ighest at Pcondenser = 6 bars, the VRC of R1234yf and R1233zd(E) were f und to be nearly
equal, and the lowest values were obtained in the case of R365mfc. At Pcondenser = 6 bars, t e highest
VRC of 1223 kJ/m3 was observed for R134a, 1162 kJ/m3 was observed for R1234ze(Z), 1085 kJ/ 3 as
obser e for R1233zd(E), 1079 kJ/m3 for R1234yf, and 980 kJ/m3 was observed for R365mfc. At a higher
condenser pressure, the VRC of all refrigerants was increased. At Pcondenser = 9 bars, the VRC of 1003
kJ/m3 was obtained for R1234ze(Z). The VRC values that were obtained f r R1234yf and R1233zd(E)
were almost equal at 910 and 898 kJ/m3, respectively. The VRC of R365mfc was 765 kJ/m3.
Figure 12b sho s the ercentage variation in RC relative to that of 134a as a f ction of t e
condenser press re. As condenser pressure increased, the R decreased linearly. The decrease as
lo est for 1234ze( ) a i est f r 365 fc at a i er c e ser ress re. t co de ser 9 bars,
the of 1234ze( ) as fo nd to e . less t t t f . The as 15.1 less t an
that of 134a in the case of 1234yf, it as 16.3 less than that of R134a in the case of R1233zd (E)
and it as .4 l ss t t t f i t c s f fc. This trend re ained the sa e at
higher con enser press r s. The perfor ance of all other refrigerants decreased at higher condenser
r ss r s c t f r t t f f ( ).
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Figure 12. (a) Volumetric refrigeration capacity (VRC) as a function of condenser pressure (evaporator
pressure = 1.5 bar). (b) VRC relative to R134a (%) (evaporator pressure = 1.5 bar).
3.8. Effect of Evaporator Pressure on Volumetric Refrigeration Capacity (VRC)
Figure 13a shows the VRC relative to that of R134a as a function of evaporator pressure. R1234ze(Z)
was found to have the highest VRC among the HFO refrigerants at all evaporator pressures, followed
by R1234yf, R1233zd(E) and R365mfc. At Pevaporator = 0.7 bars, R134a possessed the maximum VRC
value of 485 kJ/m3, R1234ze(Z) possessed the VRC value of 446 kJ/m3, R1234yf possessed the VRC
value of 396 kJ/m3, and R365mfc possessed the VRC value of275 kJ/m3. At Pevaporator = 0.7 bars,
the VRC that was obtained for R1234ze(Z) was 446 kJ/m3, that for R1234yf was 396 kJ/m3, that for
R1233zd(E) was 381 kJ/m3, and that for R365mfc 275 kJ/m3. At a higher condenser pressure, the VRC
of all refrigerants was increased significantly, but the trend was similar. At Pevaporator = 1.3 bars, the
VRC of 860.8 kJ/m3 was obtained for R1234ze(Z). The VRC values obtained for R1234yf and R1233zd(E)
were almost equal at 777 and 764 kJ/m3, respectively. The VRC of R365mfc was 612 kJ/m3.
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Figure 13. (a) VRC as a function of evaporator pressure (condenser pressure = 9 bar). (b) VRC relative
to R134a (%) (condenser pressure = 9 bar).
Figure 13b shows the percentage variation in the VRC relative to that of R134a as a function
of evaporator pressure. The VRC of the refrigerants increased rapidly as evaporator pressure was
increased. This increase was sharp for R365mfc and relatively steady for R1234yf and R1233zd(E).
The VRC of R1234ze(Z) was 6.8% less than that of R134a at the same pressure. In the case of R1234yf, the
VRC was 15.8% less than that of R134a, and it was 33.7% less than that of R134a in the case of R365mfc.
4. Conclusions
1. R134a clearly possessed the highest refrigeration effect, overall, at all condenser pressures.
The second refrigerant that performed almost as well as R134a was R1234ze(Z), which is an HFO
refrigerant. The refrigeration effect of R1234ze(Z) was less than that of R134a and greater than that
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of all of the other HFO refrigerants at all condenser pressures. R1233zd(E) fell midway between
R1234ze(Z) and R365mfc. As condenser pressure was increased, the refrigeration effect decreased
in general. The lowest decrease in refrigeration effect was observed in the case of R1234ze(Z), and
the refrigeration effect of R365mfc decreased drastically at higher condenser pressures.
2. At a lower evaporator pressure, the highest refrigeration effect among the HFO refrigerants
was observed for R1234ze(Z), followed by those of R1234yf and R1233zd(E). R365mfc had the
lowest refrigeration effect among all refrigerants. This trend remained the same at a higher
evaporator pressure. As evaporator pressure increased, the refrigeration effect of all refrigerants
approached that of the reference refrigerant R134a. The refrigeration effect of R1234ze(Z) increased
steadily, while it increased rapidly for R365mfc, though it lagged behind all refrigerants at all
evaporator pressures.
3. The compressor work input did not significantly vary against condenser pressure. The base
refrigerant R134a clearly drew highest compressor work input at all condenser pressures,
followed by R1234ze(Z), R134yf and R1233zd(E). The lowest power consumption among the
HFO refrigerants was observed in the case of R365mfc. When condenser pressure was increased,
the compressor work input increased and approached that of R134a.
4. The compressor work input was highest for R1234ze(Z) among the HFO refrigerants, followed by
those of R1234yf R1233zd(E). R365mfc offered the lowest compressor work input among the HFO
refrigerants, but its refrigeration effect was also the lowest of all. As the evaporator pressure was
increased, the compressor work input of all refrigerants increased.
5. Overall, the COP is highest for R134a, and, among all the HFO refrigerants, the COP is highest for
R1234ze(Z) and decreased steadily at higher condenser pressures. When the condenser pressure
was increased, the COP decreased for all refrigerants in general. This decrease was quite slow
for R1234ze(Z), and it was relatively rapid for R1233zd(E) and R1234yf. For R365mfc, the COP
dropped drastically at higher condenser pressures.
6. The COP was highest for R1234ze(Z) among the HFO refrigerants, and lowest for R365mfc at
all evaporator pressures. The COP of all refrigerants tended to increase when the evaporator
pressure was increased. The COP of R365mfc increased rapidly but still lagged behind those of
all other refrigerants at all evaporator pressures.
7. The VRC of R1234ze(Z) was highest at 6 bars of condenser pressure, the VRC of R1234yf and
R1233zd(E) were nearly equal, and the lowest values were obtained in the case of R365mfc. As the
condenser pressure was increased, the VRC decreases linearly. The decrease was lowest for
R1234ze(Z) and the highest for R365mfc at higher condenser pressures.
8. R1234ze(Z) had the highest VRC among the HFO refrigerants at all evaporator pressures, followed
by those of R1234yf, R1233zd(E) and R365mfc. Though R1234ze(Z) required a higher compressor
work input, it also had higher refrigeration effects. The VRC of refrigerants increased rapidly as
the evaporator pressure was increased. This increase was sharp for R365mfc and relatively slow
for R1234yf and R1233zd(E).
From a previous discussion, it was clear that R1234ze(Z) has most appropriate thermodynamic
characteristics. Its refrigeration capacity was the highest among the analyzed HFO refrigerants,
and this value was 13.5% and 14.6% less than that of R134a at 9 and 12 bars of condenser pressure,
respectively. Its compressor power input was 8.9% and 8.8% lower than that of R134a at 9 and 12 bars
of condenser pressures, respectively, and its COP values were also comparable to that of R134a at just
5% and 6.5% less than that of R134a at 9 and 12 bars of condenser pressure, respectively. Therefore,
R1234ze(Z) is the most suitable refrigerant to be used as a drop-in replacement of R134a in upcoming
commercial refrigeration equipment.
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VCRC Vapor compression refrigeration cycle
VRC Volumetric refrigeration capacity
EES Engineering equation solver
NBP Normal boiling point
ASH Reference state for ASHRAE
IIR International Institute of Refrigeration
COP Coefficient of performance
HVAC Heating ventilation and air-conditioning system
List of symbols
ρ Density of refrigerant
η Isentropic efficiency of compressor
Qevap Refrigeration effect of evaporator
Pcomp Compressor power input
COP Improvement in coefficient of performance
m· Mass flow rate of refrigerant
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